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FED. ROAD DIST. 0. [ILLNGIS[FED. AID PROJECT
. 85’-8Y" Bk. to Bk. of Abutments \ Contract No. 60090
| |
R = DESIGN SPECIFICATIONS GENERAL NOTES
SCOPE OF WORK: I I AASHTO I7th Edifion, 2002 Fastengrs shall be AASHTO MI64 Type I, mechanically gaivanized bolts.
1. Hydro-scarification, deck slab repalr and 1= Bolts %" ¢, holes Fg " . unless otherwise noted.
placement of latex concrete overlay. V - L3 E All structural steel shall be AASHTO M270 Grade 36.
Exlst. Steel 4% *
2. Removal and replacement of bearings at Beams/Girders L No fleld welding Is permiited excepl as specified In the contract documents.
West Abufment. 7 imits of Protective Shield i g
o8 fo remain @ IL RTE. 137 (AMSTUTZ EXPY.) Reinforcement bars shall conform to the requirements of ASTM A706
3. Removal and replacement of transverse joints CURVE DATA Gr 60 (IL Modified). See Special Provisions.
¢ East and Heal Abutments. P.I. = [29+25.08 Reinforcement bars designated (E) shall be epoxy coated.
* f;%r‘;%,agl ngfg ”/Z';g%f?ngf jgll;?”ﬁln);gvg;ﬂ%daf A = 18°20°36" Prior to pouring the new concrefe deck, all heavy or loose rust, loose
replacement of longitudinal joi/;r af existing south X D = 1°00°00" mill scale, and other loose or potentially detrimental foreign material
longitudinal joint. A féf uﬁ;fe.EB?) R = 5729.58° sgg// bg rer_n?‘ved from the st;rface;shln c_onfac; v;iﬂ,w? conc:rlzare,.7 ”Tblghi‘/y
. mstutz Expy. T = 925.08’ adhered paint may remain unless otherwise noted. Removal shall be
_ , accompilshed by methods that will not damage the steel and the cost
5. Aluminum railing repair. W é - 178;3;'03,4 will be Included in the pay item covering removal of the existing concrefe.
6. Bridge will be closed during construction and ] // S.E.= 0.03 ft/ft. As directed by the Engineer, existing construction accessories welded to the
a detour will be provided. fop flange of beams and girders shall be removed. The weld areas shall be
ground flush and inspected for cracks using magnetic particle testing (MT)
or dve penetrant testing (PT) by an individual acceptable to the Engineer.
Any cracks that cannof be removed by grinding 4 in. deep shall be
Identified and reported fo the Bureau of Bridges and Structures for further
disposition. The cost of removing welded accessories, grinding and inspecting
o J/ ' weld areas and grinding cracks will be paid for according to Article 109.04
O/g’\_%fsgécg?ne I of the Standard Specifications.
1
;' Plan dimensions and details relative to existing plans are subject to routine
I variations. The Confractor shall field verify existing dimensions and details
J/ affecting new construction and make necessary approved adjustments
J/ prior to construction or ordering materials. Such variations shall not be
i cause for additlonal compensation for a change in scope of the work,
J however, the Contractor will be paid for the quantity actually furnished
Y at the unit price bid for the work.
Cleaning and field painting of structural steel shall be done under a separate
painting contract.
H The existing structural steel coating contains lead. The Contractor shall take
! appropriate precautions fo deal with the presence of lead on this project.
!
7 ! Joint openings shall be adjusted according to Article 520.04 of the Standard
;/ / Bk. of W. Abut Specifications when the deck is poured at an ambient temperature other
< 1| 83-10%" Bk. Sta 6+87.98 than 50°F.
? Bk. of E. Abuf. 27-9%" |/ / H 78’—3’4”/' All structural steel at expansion joints shall be shop painted with the
) Sta. 6+04.08 T T Inorganic zinc rich primer per AASHTO M300, Type I Cost included
/ Eastbound
[} / ] ¢ Grand Ave with Preformed Joint Sirip Seadl.
4 ] o .
' ! A [ Areas of deck repairs shown are estimated. The Engineer shall show actual
_} _ | / ’l ¥ - DESIGN STRESSES locations of deck repairs on As-Built Plans.
6} / ,:' Fleld Units All new faﬁene(s shall be high strength balfs.jHo/es shall %e subpunched or
5 n ! e gug‘dr/llezi e %a. and re:;kmgd in the field to Vg " dia. for %" dia.
; / ! fe = 3,500 psi oifs, unless otherwise noted.
5 / ! L Westbound 75 = 86,000 psi (Reinforcement) , ,
Lo j H N Existing reinforcement bars extending into the removal area shall be cleaned,
i/ ! Sta. 6+46.04 Grand Ave. straightened and incorporated into the new construction. Any reinforcement bars
J/ ! Sta. 126+20.22 I Rte. 137 (Amstutz Expy.) that are damaged during concrete removal shall be replaced with an approved
b bar splicer or anchorage system. Cost Included with Concrete Removal.
TOTAL BILL OF MATERIAL
ITEM UNIT QUANTITY
CONCRETE REMOVAL cu. YD. 120.0
PROTECTIVE SHIELD sa. YD. 1362 e
CONCRETE SUPERSTRUCTURE cu. YD. 132.0 S
BRIDGE DECK GROOVING SQ. YD. 1130
PROTECTIVE COAT SQ. YD. 1,630
New Strip Seal Eliminated ) FURNISHING AND ERECTING STRUCTURAL STEEL POUND 5,880 a2 o
Exp. J. Longitudinal Joint JACK AND REMOVE EXISTING BEARINGS EACH 27 _l
g% ijr ip Seal REINFORCEMENT BARS, EPOXY COATED POUND 15,980 G
RREFORMED JOINT STRIP SEAL FooT 488
ELASTOMERIC BEARING ASSEMBLY, TYPE I EACH 27
ANCHOR BOLTS, 1" EACH 50
ANCHOR BOLTS, 15" EACH 4
POLYMER CONCRETE CU. FT. 4
SILICONE JOINT SEALER, 1" FOOT 83
BRIDGE DECK LATEX CONCRETE OVERLAY, 25" SQ. YD. 1,058
STRUCTURAL REPAIR OF CONCRETE (DEPTH >5") SQ. FT. 80
. STRUCTURAL REPAIR OF CONCRETE (DEPTH=<5" sQ. FT. 818 GENERAL PLAN & ELEVATION
DESIGNED  S.D.H. Améfl,’,?gﬁ 57 €8y, p BRIDGE DECK HYDRO-SCARIFICATION, b" sa. ¥D. 1016 IiAngz‘H JS{G;??ANA?S%V%) g)\(fg)ﬁ)
CHECKED JAZ. wr) b, DECK SLAB REPAIR (FULL DEPTH, TYPE D) sa. YD. 3 SECTION 9 HB-I-1
DRAWN MSM PLAN DECK SLAB REPAIR (FULL DEPTH, TYPE II) sa. YD. 32 L AKE COUNTY
N — ALUMINUM RAILING, SPECIAL FooT 26 STATION 6+46.04
CHECKED S.D.H. DATE: 03-27-08 S-N. 049-0118
GRAEF, ANHALT, SCHLOEMER & ASSOCIATES INC
CHICAGO ILLINOIS
h:\ jobs2@8B6\20863328-43\cad\structural\dgrn\@ZP\118_3028-Si.dgn
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